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Hi ghly Erodi bl e Land

Hi ghly erodible Iand is defined by the Sodbuster, Conservation Reserve, and
Conservation Conpliance parts of the Food Security Act of 1985 and the Food,
Agricul ture, Conservation, and Trade Act of 1990. Determinations for highly
erodi ble land are based on an erodibility index as defined in the Nationa
Food Security Act Mnual .

Oficial lists of highly erodible and potential highly erodible soil map
units are maintained in the NRCS - Field Ofice Technical Guide. Policy and
procedures for devel oping and maintaining the lists are given in part 511 of
the National Food Security Act Manual

H ghly Erodible Soil Map Units — A soil map unit with an erodibility of 8 or
greater is highly erodible land (HEL).

Calculating Erodibility Index — The erodibility index (EI) for a soil map
unit is deternmined by dividing the potential erodibility for the soil map
unit by the loss tolerance (T).

Sheet and Ri Il Equation Rx Kx LS =El
T

Soil Erodibility Factor (K)

Soils vary in their susceptibility to erosion. The soil erodibility factor K
is a neasure of erodibility for a standard condition. The soil erodibility
factor K represents both susceptibility of soil to erosion and the anount and
rate of runoff, as measured under the standard unit plot condition. Fine
textured soils high in clay have | ow K val ues, about 0.02 to 0.15, because
they are resistant to detachnent. Coarse texture soils, such as sandy soils,
have | ow K val ues, about 0.05 to 0.2, because of |ow runoff even though these
soils are easily detached. Mediumtextured soils, such as silt |oam soils,
have noderate K val ues, about 0.25 to 0.40, because they are noderately
susceptible to detachment and they produce noderate runoff. Soils having a
high silt content are the nbost erodible of all soils. They are easily
detached and they tend to crust and produce | arge anpbunts and rates of

runof f. Values of K for these soils tend to be greater than 0.4. In the
Cari bbean Area, K values range from0.02 to 0.32.

Soil Loss Tol erance (T)

It is defined as the nmaxi mumrate of annual soil erosion that will permt
crop productivity to be sustained econonmically and indefinitely. The T
factors are integer values from 1l through 5 tons per acre per year. The
factor of 1 ton per acre per year is for shallow or otherwi se fragile soils
and 5 tons per acre per year is for deep soils that are | east subject to
damage by erosion. The classes of T factors are 1, 2, 3, 4, and 5.
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Hi ghly Erodi ble Land, (cont.)
Erosivity Factor (R

The rainfall-runoff factor, R can be sinply defined as the erosive force of
the rainfall. The erosivity of rainfall varies greatly by |ocation. For
exanpl e, erosivity in the eastern interior zone of the Caribbean Area is nuch
hi gher than in the south coastal zone of the area. The R factor represents
these differences in erosivity anong | ocations. Values for R computed from
weat her records were used to produce the Caribbean Area data base map.

Sl ope Gradi ent Factor (S)

Sl ope gradient is the difference in elevation between two points and is
expressed as a

percentage of the di stance between those points. For exanple, a difference in
el evation of 1 neter over a horizontal distance of 100 neters is a slope of 1
percent.

Sl ope gradient influences the retention and novenent of water, the potenti al
for soil slippage and accel erated erosion, the ease with which nachi nery can
be used, soil-water states, and the engineering uses of the soil.

Sl ope gradient is usually nmeasured with a hand |l evel or clinoneter. The range
is determ ned by sunmari zing data from several sightings.

Enter the high, low, and representative values to represent the range of
sl ope gradient as a percentage for the map unit conponent. Entries for high
and | ow are whol e nunber integers and range fromO to 999.

Sl ope Length Factor (L)

Slope length is the horizontal distance fromthe origin of overland flowto
the point where either the sl ope gradi ent decreases enough that deposition
begi ns or runoff becomes concentrated in a defined channel. Reference
Agri cul ture Handbook 703.

Sl ope | ength has considerable control over runoff and potential accelerated
wat er erosion. Slope length is conbined with slope gradient in erosion
predi ction equations to account for the effect of topography on erosion

Sl ope length is nmeasured fromthe point of origin of overland flow to the
poi nt where the slope gradi ent decreases enough that deposition begins or
runof f becomes concentrated in a defined channel. Slope length is best
determ ned by pacing or nmeasuring in the field.

Enter the high, low, and representative values for the range for each map
unit conponent. Enter a whole nunber that represents the length in neters
fromthe point of origin of overland flow to the point of deposition or
concentrated flow of the slope on which the conponent lies. The sl ope | ength
may be fully enconpassed within one map unit or it may cross several nmap
units. The mininmumvalue is 0, and the nmaxi mum val ue used in erosion
equations is 305 neters.



